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BUILDING THE ULTIMATE RANGE.

A history of innovation 
We’ve been innovating since day one, and we’ve 
always cultivated a uniquely fearless approach to 
design. Indeed, we’ve invented whole new 
genres of machinery – the backhoe loader and 
the telehandler for example – and revolutionized 
others like the tractor or skid steer loader.

The best backup in the business
A key component of any JCB machine is 
unrivaled backup and support: our 2,000-strong 
global dealership and service network keeps the 
customer at the center of everything we do, in 
over 150 countries worldwide. Our World Parts 
Center, meanwhile, aims to deliver anywhere on 
earth within 24 hours.

Success by the million 
Every JCB is designed and built to offer ultimate 
productivity, durability, efficiency, safety, comfort 
and reliability, so it’s perhaps not surprising that 
we’ve just built our millionth machine. As you’d 
expect from such an innovative company 
though, we won’t be resting on our distinction.

Ever since JCB was founded by Joseph Cyril Bamford in a small 
garage in Staffordshire in 1945, innovation has driven our machines 
and our thinking. Of course we’ve grown since then – to employ over 
10,000 people across 4 continents – but innovation remains at the 
heart of everything we do.
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407/409 WHEELED LOADING SHOVEL.

1. Lifting capacity: 407
The smaller 407 has an impressive 7,333 lbs full 
turn tipping load with its standard 1 yd3 bucket.
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3. Giving great service
Servicing is easy thanks to wide opening hoods; 
long service intervals; virtually maintenance-free 
brakes; and easily accessible components.

5. Innovative transmission
All-wheel-drive hydrostatic transmission 
provides good traction in all conditions, as well 
as reduced tire wear and lower running costs. 

4. Engine performance
A Tier 4 final compliant JCB Diesel 
engine by Kohler without a DPF. 
Gives maximum uptime and no 
wasted engine power.

6. On the road
The powerful JCB 409 offers 12.4 mph 
roading speed, with an optional 24.8 mph 
upgrade for even more speed and productivity.

2. Lifting capacity: 409
With the standard 1.3 yd3 bucket there’s a 10,104 lbs 
straight tipping load (8,042 lbs at full turn). With 
optional pallet forks there’s still a 5,216 lbs capacity.
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Comfortable spacious cab.

407/409 WHEELED LOADING SHOVEL

407   409

Operating weight range lbs 11162 - 11486 13067 - 13297

Maximum gross engine power hp 64 75

Shovel capacity yd³ 1.0 - 1.8 1.3 - 2.1

Full turn tipping load range lbs 6967 - 7333 7610 - 8042

Payload range lbs 3483 - 3666 3803 - 4021

Maximum breakout force lbf 9419 12095

Load over height ft.in 9’ 10” 10’ 6”

Large single piece hood.

High-flow option.

7716 lbs rear hitch option.
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411/417 WHEELED LOADING SHOVEL.
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1. Redesigned cab
Our refreshed 3.9 yd3 cab comes with an 
adjustable steering column, a modern 
central dash display, color LCD screen 
and much more.

2. EcoMAX productivity
The 269 in3 EcoMAX engine in the 
JCB 411/417 delivers plenty of 
power and torque, and also boasts 
a variable geometry turbo.

4. Clearly better
Visibility on these machines is excellent 
all-round, which helps to boost productivity, 
operator comfort and safety.

3. More for your money
With super-efficient features like high back-off 
brakes and electronically managed clutch 
cut-off, you’ll enjoy superior efficiency.

5. Always in control
For optimum productivity, there are three 
control systems including our new joystick and 
electro-hydraulic proportional auxiliary control.

6. Well-articulated
A heavy-duty box section design with precision-
machined pins/bushes and twin taper roller bearings 
make the articulation joint extremely strong.
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Heavy-duty center joint.

Standard widecore cooling pack.

411/417 WHEELED LOADING SHOVEL

411 HT   417 HT 417 HT HL 417 HT SHL

Operating weight range lbs 19006 - 19689 20701 - 21242 20845 - 21385 21385 - 22575

Maximum gross engine power hp 108 125 125 125

Shovel capacity yd³ 1.6 - 2.1 1.8 - 2.1 1.8 - 2.1 1.8 - 2.1

Full turn tipping load range lbs 11224 - 12313 12714 - 13512 11766 - 12582 8638 - 9251

Payload range lbs 5613 - 6158 6358 - 6757 5884 - 6292 4319 - 4625

Maximum breakout force lbf 16456 15737 15737 15737

Load over height ft.in 11’ 0” 11’ 0” 11’ 8” 13’ 9”

The 411 and 417 have a range of
seat options: mechanical or air
suspension, vinyl or fabric bases, or
even our Actimo XXL option. It’s
heated with air suspension, lumbar
support, armrests, backrest
extension and a headrest, all with
full adjustment.
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427/437 WHEELED LOADING SHOVEL.

4. Premium transmission
Optional torque lock-up 5-speed transmission 
provides 100% efficiency in 2nd to 5th gears, 
improving fuel consumption.

2. Higher productivity
For applications like high sided truck loading, opt 

for a high-lift (427 and 437) or super-high-lift 
(437 only) HT arm.

6. Stopping power
JCB’s wheel-speed braking technology reduces heat, 
drag and fuel consumption because the brakes rotate 
at the same speed as the wheels.

5. No afterthoughts
The engine meets Tier 4i regulations without 
after-treatments like SCRs or DPFs. One 
advantage of this is reduced servicing costs.

1. Big performers
The Cummins 408 in3 engine produces massive power 

(158 or 173hp). Peak torque (591 lb ft on both 
models) arrives at low revs.

3. Loads of benefits
Choose your ideal loader arm: Z-bar linkage (ZX) 
produces huge breakout, while high torque (HT) 

excels in parallel lift and multi-attachment use.
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Modern spacious 3m³ cab.

427/437 WHEELED LOADING SHOVEL

427 HT 427 HT HL 427 ZX 437 HT 437 HT HL 437 HT SHL 437 ZX

Operating weight range lbs 28074 - 29458 28631 - 30016 28704 - 30252 32580 - 33180 33640 - 34220 34859 - 35437 33632 - 34414

Maximum gross engine power hp 158 158 158 173 173 173 173

Shovel capacity yd³ 2.5 - 3.5 2.5 - 3.5 2.5 - 3.5 3.0 - 3.5 3.0 - 3.5 3.0 - 3.5 3.0 - 3.5

Full turn tipping load range lbs 15620 - 18510 13043 - 15454 16248 - 18239 19555 - 21116 14861 - 16047 12103 - 13050 19055 - 20280

Payload range lbs 7809 - 9225 6521 - 7727 8124 - 9259 9778 - 10558 7430 - 8023 6052 - 6535 9526 - 10139

Maximum breakout force lbf 31024 31024 30349 33047 33047 33047 39566

Load over height ft.in 11’ 11” 13’ 3” 11’ 11” 12’ 4” 14’ 6” 16’ 4” 12’ 4”

High torque at low rpm.Large front screen gives excellent visibility.

Air conditioning and climate control options.Smoothride option reduces material spillage.
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457 WHEELED LOADING SHOVEL.

2. JCB CommandPlus Cab
The ultimate in operator comfort and 
productivity. Unrivalled visibility, command 
driving position and seat mounted controls 
keep you in total command.
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5. New generation not regeneration
The engine meets Tier 4 Final regulations 
without the requirement for a costly and 
complex DPF. One advantage of this is 
reduced servicing costs.

1. Built to last
We use state-of-the-art manufacturing 
processes like robot fabrication, 
precision paint technology and 
innovative assembly techniques.

6. The ultimate engine
A MTU 470 in3 engine 258hp is fitted to the 
457; expect 4% more power and up to 16% 
more efficiency than the previous model.

3. Low maintenance braking
Because the braking system uses a hydraulic 
dual circuit design with oil-immersed discs,  
it has a virtually maintenance-free lifespan.

4. Optimum performance
Our optional close-ratio 5-speed gearbox 
improves acceleration, hill climbing and 
driving. The lock-up element improves cycle 
times and efficiency even more.
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Increased power at low revs gives up to 16% fuel savings.

457 HT   457 HT SHL 457 ZX   457 ZX HL

Operating weight range lbs 44427 - 45860 46272 - 47866 43257 - 44482 43834 - 45221

Maximum gross engine power hp 258 258 258 258

Shovel capacity yd³ 4.0 - 4.6 3.7 - 4.6 4.0 - 4.6 3.7 - 4.6

Full turn tipping load range lbs 27486 - 29626 17597 - 19861 28880 - 30716 21341 - 23159

Payload range lbs 13741 - 14813 8798 - 9931 14440 - 15426 10670 - 11579

Maximum breakout force lbf 32148 32148 34620 30574

Load over height ft.in 13’ 3” 16’ 5” 12’ 7” 14’ 5”

Automatic opening single piece hood.

Excellent all-round visibility.

JCB CommandPlus cab with two 
LCD screens give easy access to 
operating menus. Adjustable 
steering column with seat mounted 
hydraulic controls.

COMMANDPLUS
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LIVELINK, KNOWLEDGE IS POWER.

JCB LIVELINK IS AN INNOVATIVE SOFTWARE 
SYSTEM THAT LETS YOU MONITOR AND 
MANAGE YOUR MACHINES REMOTELY – 
ONLINE, BY EMAIL OR BY MOBILE PHONE.
LIVELINK GIVES YOU ACCESS TO A WHOLE 
HOST OF USEFUL DATA, INCLUDING  
MACHINE ALERTS, FUEL REPORTS*  
AND EVENT HISTORY INFORMATION.
ALL YOUR MACHINE INFORMATION IS 
HANDLED AT A SECURE DATA CENTER  
FOR YOUR PEACE OF MIND.

Maintenance benefits
JCB LiveLink makes it easy to manage 
machine maintenance. Accurate hours 
monitoring and service alerts improve 
maintenance planning, and real-time 
location data helps you manage your fleet. 
You’ll also have access to critical machine 

alerts and maintenance history records.

Security benefits
Keep your machine operating safely with JCB 
Livelink. Real-time geofencing alerts tell you 
when machines move out of predetermined 
operating zones, and real-time curfew alerts 
inform you if machines are being used when 
they’re not supposed to be. Real time 
location information helps you store your 
machines in the safest places.

Productivity and cost benefits
For ultimate productivity and cost-saving, JCB 
LiveLink provides information like idle time 
monitoring* and machine fuel consumption* to 
help reduce your fuel usage. Machine location 
information can improve fleet efficiency and you 
may even enjoy reduced insurance costs courtesy 
of the added security that LiveLink brings.

* These features require an electronic engine.
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VALUE ADDED.

1  Our Technical Support Service provides 
instant access to factory expertise, day or night, 
while our Finance and Insurance teams are 
always on hand to provide fast, flexible, 
competitive quotes.

2  The global network of JCB Parts Centers is 
another model of efficiency; with 16 regional 
bases, we can deliver around 95% of all parts 
anywhere in the world within 24 hours. Our 
genuine JCB parts are designed to work in perfect 
harmony with your machine for optimum 
performance and productivity.

3  JCB Assetcare offers comprehensive 
extended warranties and service agreements, as 
well as service-only or repair and maintenance 
contracts. Irrespective of what you opt for, our 
maintenance teams around the world charge 
competitive labour rates, and offer non-obligation 
quotations as well as fast, efficient insurance 
repair work. 

2

JCB’S WORLDWIDE CUSTOMER SUPPORT IS FIRST CLASS. 
WHATEVER YOU NEED AND WHEREVER YOU ARE, WE’LL BE 
AVAILABLE QUICKLY AND EFFICIENTLY TO HELP MAKE SURE 
YOUR MACHINERY IS PERFORMING TO ITS FULL POTENTIAL.

31

Note: JCB LIVELINK and JCB ASSETCARE may not be available in your region, so please check with your local dealer.

VALUE ADDED
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Manufacturing Facilities 
Dealers
Parts Distribution Centres







JCB North American – Headquarters 
Savannah. 2000 Bamford Blvd., Savannah, Georgia, 31322 Tel: (912) 447-2000  
Download the very latest information on this product range at www.jcb.com

/JCBNA /JCBNA /JCBNORTHAMERICA

Your nearest JCB Dealer

JCB inc. All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or transmitted in any form or by any other means, electronic, mechanical,
photocopying or otherwise, without prior permission from JCB inc. All references in this publication to operating weights, sizes, capacities and other performance measurements are
provided for guidance only and may vary dependant upon the exact specification of machine. They should not therefore be relied upon in relation to suitability for a particular
application. Guidance and advice should always be sought from your JCB Dealer. JCB reserves the right to change specifications without notice. Illustrations and specifications shown
may include optional equipment and accessories. The JCB logo is a registered trademark of J C Bamford Excavators Ltd.

ONE COMPANY, OVER 300 MACHINES.
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